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Electric chain hoist
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Stepless electric chain hoist  
for load capacities up to 2,500 kg
Sensitive lifting and lowering and higher hoisting  
speeds in partial load are just some of the strengths  
of ATHLO chain SL.
 
The frequency inverter integrated in the housing enables 
stepless movements. This not only achieves more precise  
work, but also prevents shock loads and minimizes wear.

ATHLO chain SL significantly improves the efficiency, safety  
and flexibility of the crane compared to pole-changing or 
single speed chain hoists and reduces operating costs.
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Safety is the trump card

Sensory monitoring of the brake, 
slipping clutch and load sensor.  
Additional overload and shock load 
protection integrated, as well as 
two programmable operating end 
positions.

Increased productivity

The Crane Intelligence feature  
Extended Speed Range (ESR)  
enables faster hoisting speed 
when lifting lighter loads.

Extremely easy to maintain

The frequency inverter can be  
easily moved out of the housing  
via a hinge. This makes the brake 
and components easily accessible.

Gentle work

Slow and gentle lifting and lowering 
of the load ensures precise posi-
tioning and load control. Smooth 
load movements make your work 
processes infinitely easier. 
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Frequency inverter for sensitive lifting and lowering

Load sensor  
for electronic overload protection

Brake resistor

Speed sensor

Hinge for moving out the frequency inverter.  
This makes the brake and the components  
easily accessible for maintenance and service
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Always full power
Thanks to ESR (Extended Speed Range), the chain hoist 
becomes a real performance artist, and you can always 
take full advantage of its performance.

When lifting low loads (partial load range), the surplus 
and currently unused „motor“ power is used to increase 
the maximum possible hoisting speed and thus increase 
productivity to an optimum.

The calculation, whether fast or slow, is fully automatic 
and stepless. This always ensures safe and fast load  
handling.
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Type Load [FEM/ISO] Number 
of falls

Hoisting speed [m/min]  
stepless, depending on the load

SL AB-1 125 - 500 kg
(1Am/M4 or 2m/M5  
depending on the load)

1 from 0.3 to 30 

SL AB-2 1,000 kg (2m/M5) 2 from 0.15 to 4

SL AC-1 500 - 1,250 kg 
(1Am/M4 or 2m/M5  
depending on the load)

1 from 0.3 to 16

SL AC-2 1.000 - 2,500 kg 
(1Am/M4 or 2m/M5  
depending on the load)

2 from 0.15 to 6

Further models
Please see ATHLO chain single-step, two-step

* Further models and loads planned.

Models* 
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Subject to change


